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Itai Mini

ITIN 2.3W

Product data

Wall Light

60.00

75.00

52mm x 67mm
CUT OUT

l

43.50
+30mm
FOR CABLE

Luminaire
Physical properties of the fitting

Material
Aluminium
Standard Finish
802 - Hipca White

Installation

Interior / Exterior
Temperature Range
from -20°C to 50°C

Standard Finish (Reflector) Cut out
802 - Hipca White 52 x 67mm
*Alternative finishes available on request* Wiring
Format In series
Fixed Wall Light
Optic beam angle
>90° - Asymmetric
Performance Lumen Maintenace Binning
Constant Current (260mA) High efficiency LEDs tested to LM80 2 Step
Light source properties of the fitting standards, 50,000hrs lifetime with lumen Colour Temperature
maintenance at L70 etc 2700K
Engine Lumens IP Rating
233 Im P67
Luminaire Lumens Warranty
189 Im 5 Years
LED Power Consumption Weight
2.3 W 0.3 Kg
CRI Forward Voltage
95+ 9V
TM30
95+

Key features

The Mini Itai features a body milled from a solid block of aluminium. This allows the unit to be entirely sealed which achieves a class
leading IP67 rating. This rating makes it suitable for installation in wet environments such as bathrooms and external walls (driver must
have a suitable IP rating or be remotely located). The reflector is also available in silver and gold, bespoke options are available on

request.
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