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OYSS  8.4WOyster Spotlight
2.0

Adjustability
360°
Temperature Range
from -20°C to 50°C
Cut out
Allow for connection
Wiring
In parallel

Luminaire
Physical properties of the fitting

Performance 
Constant Voltage (12V)
Light source properties of the fitting

Key features
An anodised aluminium LED baffled spotlight, the Oyster Spot range is our most powerful, flexible spotlight suitable for interior and 
exterior use. It’s brilliant at lighting up trees, walls, columns along with a multitude of other architectural features. It features an anti-
glare baffle and toughened glass lens as standard, making it a robust fitting for a multitude of applications.

SpotlightProduct data

Material
Anodised Aluminium
Standard Finish
701 - Black Anodised
*Alternative finishes available on request*

Format
Adjustable Spotlight
Optic beam angle
12° / 24° / 38° 
Installation
Interior / Exterior

Lumen Maintenace
High efficiency LEDs tested to LM80 
standards, 50,000hrs lifetime with lumen 
maintenance at L70 etc
Engine Lumens
410 lm
Luminaire Lumens
292 lm (24°)
LED Power Consumption
8.4 W
CRI
90+
TM30
92+

Binning
2 Step
Colour Temperature
2700K
IP Rating
IP67
Warranty
5 Years
Weight
0.3 Kg
Voltage
12 V
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