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RL-06 & RL-08  10W/m Roylijn
10x10 White

2.0

Wiring
In Parallel
Minimum Bend Diameter
150mm
Cut length
100mm
16.6mm (Short Cutting) 
Maximum Length
5 m (Single feed)
Feed Cable
End / Side / Bottom

Luminaire - RL-06-VB
Physical properties of the fitting

Performance 
Constant Voltage (24V)
Light source properties of the fitting

Key features
The Roylijn range features flexible LED strips for exterior and interior applications. Available in a multitude of sizes and bend directions. 
Fully customisable, supplied cut to length and factory sealed, Roylijn is also available in White, RGB, RGBW, Dynamic White or Dim to 
Warm to suit your exact requirements. Various accessories and mounting options available. 

Linear - RL-06 - Vertical BendProduct data

Material
Silicone
Standard Finish
White silicone casing
Format
Linear
Optic beam angle
120° 
Installation
Interior / Exterior
Temperature Range
from -40°C to 55°C

Lumen Maintenace
High efficiency LEDs tested to LM80 
standards, 50,000hrs lifetime with lumen 
maintenance at L70 etc
Lumen Output 
530 lm/m 
480 lm/m (Short Cutting)
LED Power Consumption
10 W/m

Colour
2700K / 3000K / 4000K
IP Rating
IP68
Warranty
5 Years
Voltage
24 V
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RL-06 & RL-08  10W/m Roylijn
10x10 White

2.0

Wiring
In Parallel
Minimum Bend Diameter
150mm
Cut length
100mm
16.6mm (Short Cutting) 
Maximum Length
5 m (Single feed)
Feed Cable
End / Side / Bottom

Luminaire - RL-08-HB
Physical properties of the fitting

Performance 
Constant Voltage (24V)
Light source properties of the fitting

Key features
The Roylijn range features flexible LED strips for exterior and interior applications. Available in a multitude of sizes and bend directions. 
Fully customisable, supplied cut to length and factory sealed, Roylijn is also available in White, RGB, RGBW, Dynamic White or Dim to 
Warm to suit your exact requirements. Various accessories and mounting options available. 

Linear - RL08 - Horizontal BendProduct data

Material
Silicone
Standard Finish
White silicone casing
Format
Linear
Optic beam angle
120° 
Installation
Interior / Exterior
Temperature Range
from -40°C to 55°C

Lumen Maintenace
High efficiency LEDs tested to LM80 
standards, 50,000hrs lifetime with lumen 
maintenance at L70 etc
Lumen Output
520 lm/m
450 lm/m (Short Cutting)
LED Power Consumption
10 W/m

Colour
2700K / 3000K / 4000K
IP Rating
IP68
Warranty
5 Years
Voltage
24 V

RL-08-HB
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RL-06-R & RL-08-R  10W/m Roylin
10x10 Red

2.0

Wiring
In Parallel
Minimum Bend Diameter
150mm
Cut length
100mm 
Maximum Length
5 m (Single feed)
10 m (Double feed)
Feed Cable
End / Side / Bottom

Luminaire
Physical properties of the fitting

Performance 
Constant Voltage (24V)
Light source properties of the fitting

Key features
The Roylijn range features flexible LED strips for exterior and interior applications. Available in a multitude of sizes and bend directions. 
Fully customisable, supplied cut to length and factory sealed, Roylijn is available in White, RGB, RGBW, Dynamic White or Dim to 
Warm to suit your exact requirements. Various accessories and mounting options available. 

LinearProduct data

Material
Silicone
Standard Finish
White silicone casing
Format
Linear
Optic beam angle
120° 
Installation
Interior / Exterior
Temperature Range
from -40°C to 55°C

Lumen Maintenace
High efficiency LEDs tested to LM80 
standards, 50,000hrs lifetime with lumen 
maintenance at L70 etc
RL-06-R Lumens
165 lm/m 
RL-08-R Lumens
190 lm/m
LED Power Consumption
10 W/m

Colour
Red
IP Rating
IP68
Warranty
5 Years
Voltage
24 V

RL-08-R
Horizontal

RL-06-R
Vertical
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