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Sunbeam GU10 SBB-GU10 50W

Product data Downlight
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Temperature Range

Luminaire Material
Physical properties of the fitting Aluminium from -20°C to 50°C
Standard Finish Cut out
802 - Hipca White @64mm
*Alternative finishes available on request* Wiring
Format Parallel
Fixed Downlight
Optic beam angle
N/A
Installation
Interior
Performance Lumen Maintenace Warranty
Mains Voltage (220-240V) High efficiency LEDs tested to LM80 5 Years
Light source properties of the fitting standards, 50,000hrs lifetime with lumen IP Rating
maintenance at L70 etc IP54
Engine Weight
GU10 0.5 Kg
Power Consumption Voltage
50 W max. 220-240 V

Key features
An aluminium recessed downlight that incorporates a GU10 lamp. The anti-glare baffle provides visual comfort and minimal glare.

Fixed via our constant torque springs, ideal for lath and plaster ceilings of irregular thickness. Supplied with a 300mm flying lead.

Marine Light Corp Ltd, Felden House, Dower Mews, Berkhamsted, Herts, HP4 2BL, ENGLAND 7 MADE IN PG 1
lightcorporation.com | sales@lightcorporation.com | +44 (0)1442 216 200 /] BRITAI N



