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SBBA  9W Sunbeam Adjustable
3.0

Adjustability
25°
Temperature Range
from -20°C to 50°C
Cut out
Ø64mm
Wiring
In series

Luminaire
Physical properties of the fitting

Performance 
Constant Current (500mA)
Light source properties of the fitting

Key features
An aluminium recessed downlight that incorporates a fixed Luminus COB LED with 25° adjustability. The anti-glare baffle provides 
visual comfort and minimal glare. Fixed via our constant torque springs, ideal for lath and plaster ceilings of irregular thickness. 
Supplied with a 300mm flying lead. 

DownlightProduct data

Material
Aluminium
Standard Finish
802 - Painted Hipca White
*Alternative finishes available on request*

Format
Adjustable Downlight	
Optic beam angle
12° / 24° / 38° 
Installation
Interior

Lumen Maintenace
High efficiency LEDs tested to LM80 
standards, 50,000hrs lifetime with lumen 
maintenance at L70 etc 
Engine Lumens
743 lm
Luminaire Lumens
505 lm (24°)
LED Power Consumption
9 W
CRI
95+
TM30
95+

Binning
2 Step
Colour Temperature
2700K
IP Rating
IP53
Warranty
5 Years
Weight
0.2 Kg
Forward Voltage
18 V
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